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Specifications:

Current Rating:1.0A AC/DC
Voltage Rating:100V AC/DC
Contact Resistance:30m Ohm. Max.
Insulation Resistance:100M Ohm. Min.
DieLectric Withstanding Voltage: 500V R.m.s
(for one minute)

Operating Temperature Range:—25C~+105°C
Material and Finish

Insulator:High Temp. Plastic (UL94V-0)
Contact:Copper Alloy

Plating: Tin plated
N s s e (e 12923 XX—09—H29

o, L
——B=1.00*PIN+1.20£0.10 ——— e Board Height:ZQOmm
C=1.00*PIN+7.40£0.15
Bottom contact type
No. of Contacts

ey O N N M|
T £ £ £ £ B B |
I

i
I |

Contact Dimension

Nooi Pn_ | DimA | DimB | DimC_ | eorPn | DimA | DimB_| DimC — 100+ (Pin+ 1YY — A=1.00*(Pin—1)40.10————
4 30 | 52 | 114 | 19 |180 |202 | 264 -—1.00%(Pin-1)£0.05— 20T ‘ T ‘ P
5 40 | 62 | 124 | 20 [19.0 [212 |[274 ‘ - ~0.707949 1.00£0.05 '
6 5.0 7.2 | 134 21 200 | 222 | 284 I Y | | ] |
7 60 | 82 | 144 | 22 | 210 | 230 | 294 2 & R i [
8 70 | 92 | 154 23 1220 [242 | 304 NI e " x
9 80 | 102 | 164 | 24 | 230 | 252 | 314 3%y totavaidta— / " it 3
10 9.0 | 112 | 174 25 240 | 262 | 324 4\ il | \
1 10.0 | 122 | 184 26 [ 250 [272 | 334 Contact Line 7 4 S A W % 4 4
12 | 110 | 132 | 194 | 27 | 260 |282 | 344 oo
13 [ 120 | 142 | 204 | 28 | 270 |292 | 354 \_/\_/
14 | 130 | 150 | 214 | 29 |280 |302 | 364 Thickness: 0.3+0.03mm. /B\
15 14.0 16.2 22.4 30 29.0 31.2 37.4 FPC Dimension PCB LAYOUT
16| 150 | 172 | 234 | 31| 300 |322 | 384 (Referance)
17| 160 | 182 | 244 | 32 | 310 | 332 | 394 ‘
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